


The Vortex M6 is the only commercial grade top loading machine engineered specifically for laboratory use.
 It was designed to meet alternative conditions of the AATCC’s newest LP1-2018 (Table I, IIC, IID, IIIA and 
IIIB) and M6 Monograph requirements developed by the AATCC. 

The instrument is supplied with a user friendly, multi-language (English,  
and Chinese) full color touch screen controller that can manage custom 
settings for:
  
     Bath Temperature
     Water Fill
     Agitation (Speed & Time)
     Spin (Speed & Time)
     Rinse Volume

Controller is preprogrammed with M6 Monograph and 
LP1. Custom programs can be saved for later use includ-
ing wash cycles with durations running up to  hours 
and the ability to continuously run and repeat cycles.

Compatible with RemoteAccess, 
the Revolutionary Remote 
Instrument Monitoring App

Time remaining to completion shown on the touch screen

Flashing light to signal instrument requires operator atten-
tion or the end of a test 

Cycle status notification via RemoteAccess App (iOS and 
Android)

Resume cycle from a power outage without operator 
intervention

Alarm for out of specification water temperatures 

Fill volume that can be overridden as needed 

Test materials ordering information accessible directly on 
the instrument display

Other Features

Vortex M6 can be calibrated to ISO 17025 requirements and adjusted 
back into compliance easily by qualified personnel.



Capable of ISO 17025 Calibration




